L-R: FUNC-RIT-TD-TU
Default: 7040, 10110, 14060 

  100Hz steps; (hold f/ 1 KHz)

FUNC: (Click and hold)

     S:   Keyer Speed

     F:  Freq Readout

     T:  Tune Mode

     M:  Keyer Mem

     P:   Program Mode

     E:  Exit Function

Keyer Speed (S):

   Right paddle + ; Left –
   sounds 1 dot f/ 2 wpm chg

   fact'y def pwr-up= 20 wpm

Freq Readout (F): in KHz

Tune (T): close paddle to Tx

   times out after inactive 3 sec



Keyer Mem (Storing): 2 mems, 44 chr

…Select message bank within 2 secs

…Click RIT to enter msg into Bank 1
……Start keying after 'M1" sounds;
………Hit FUNC to end message
………Hit FUNC again to store & hear it

…Click TD to enter msg into Bank 2 
……Start keying after 'M2" sounds;

Sending f/ Memory: Press/ hold RIT for

… 1 sec for M1…  2 sec for M2

Beacon:  M2 only, sent indef w/ 3s  pause

…to actuate, after msg M2, click FUNC
…RIT or paddle terminates

Program (P):      RIT reverses paddles;
   TD stores pwr-up speed; TU stores pwr-

   up freq; hold TU 3s to restore eeprom

